Application Serial No. 10/679,976 

Response to Ex parte Quayle Action of 8 March 2005 

AMENDMENT TO THE SPECIFICATION 

Please amend the specification by inserting new paragraph [0007.1] after paragraph 
[0007] as follows: 

[0007.1] The patent or application file contains at least one drawing executed in color. 
Copies of this patent or patent application publication with color drawing(s) will be 
provided by the Office upon request and payment of the necessary fee. 

Please amend the specification by making the following changes to paragraphs [0009] 
and [0010]: 

[0009] Figure 1 illustrates an example embodiment of the VSI display of the 
present invention; an4 

[0010] Figure 2 illustrates a first embodiment e xamp le e mbod i m e nts of a VSI 
display d i sp l ays of the present invention , showing a TCAS resolution advisory in the 
"red" zone: and 

rOOIO.H Figure 3 illustrates a second embodiment of a VSI display of the present 
invention, showing a TCAS resolution advisory in a "fly to" zone . 

Please make the following change to paragraph [0013]: 

[0013] As can be noted in Figures 1 through 3 and 2 of the example 
embodiments of the present invention, the object of the present invention is to provide a 
display of a vertical speed indicator (VSI) having TCAS resolution advisory indicators 
along a periphery of the VSI scale. 
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Please amend paragraph [0018] as follows: 

[0018] F i gure Figures 2 and 3 illustrate il lustrates example embodiments of the 
TCAS VSI display of the present invention. As shown at 140, the digital display of 
vertical speed 150 and pointer 160 are shown in a shading to indicate an example a 
red-colored display when the current vertical speed of an aircraft is within a no-fly 
segment 170 of the TCAS resolution advisory indicators. In contrast, as shown at 180, 
the digital display of vertical speed 190 and pointer 200 are shown in a shading to 
indicate an example a green-colored display when the current vertical speed of an 
aircraft is within a fly-to segment 210 of the TCAS resolution advisory indicators. 
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